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Tape width Cat. No.

50 mm 007.81.107

tesa® PVC packaging tape

> A general purpose carton sealing tape with a PVC carrier and
natural rubber adhesive. It has a silent unwind and is suitable for
medium weight packages

> For sealing of medium weight packages

> Can be used with manual tape applicators

> Silent unwind

> 50 mm width

> 66 m rolls

> Order qty:  Multiples of 6 pcs

Tape width Cat. No.

48 mm 007.81.106

tesa® solvent rubber packaging tape

> A standard grade packaging tape with a PP carrier and natural
rubber adhesive for sealing medium to lightweight cartons. It is
stable in the temperature range of -40ºC to +40ºC and is there-
fore suitable for cold-storage conditions

> For sealing of light to medium weight packages

> Can be used with manual tape applicators

> Withstands cold storage temperatures down to -40ºC

> Silent unwind tape

> 48 mm width

> 66 m rolls

> Order qty:  Multiples of 6 pcs

Tape width Cat. No.

25 mm 007.81.113

tesa® strapping tape

> General purpose

> Tensiled PP tape with strong adhesion and low elongation

> Economy tape for interior pallet securing applications

> Suitable for bundling applications

> 25 mm width

> 66 m rolls

> Order qty:  1 pc

Tape width Cat. No.

25 mm 003.59.030

50 mm 003.59.031

tesa® crossweave filament tape

> For bundling and palletising

> Excellent adhesion to many different surfaces

> High tensile strength and low elongation i.e. very little stretching

> 25 or 50 mm widths

> 50 m rolls

> Order qty:  1 pc
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